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TEMPORARY NOISE SHIELD 8'X 8' (TNS)
(NTS)

NOTES

1. TEMPORARY NOISE SHIELD (TNS) SHALL FACE GRATED SURFACE TOWARD THE CONSTRUCTION EQUIPMENT OR NOISE SOURCE.

2. THE TNS GRATED SURFACE SHALL BE BUILT USING CEDAR LATTICE OR BEVELED CEDAR GRATING AT 45 DEGREE ANGLE. ALTERNATE
MATERIAL SHALL BE APPROVED BY THE ENGINEER.

3. THE TNS SHALL BE CONSTRUCTED IN 8 ft. X 8 ft. UNITS OR AS APPROVED BY THE ENGINEER.

4. WITH APPROVAL OF THE ENGINEER, THE CONFIGURATION OF THE TNS MAY BE ALTERED TO SUIT DIFFERENT WORK ZONE
CONDITIONS IF THE ATTENUATION THRESHOLD IS NOT COMPROMISED.

5. THE TNS SHALL BE PLACED AS CLOSE TO THE NOISE SOURCE OR CONSTRUCTION EQUIPMENT AS FEASIBLE.

6. THE TNS SHALL BLOCK THE LINE OF SIGHT BETWEEN THE CONSTRUCTION EQUIPMENT OR NOISE SOURCE AND THE RECEIVER.
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